
IT IS THE VENDOR’S RESPONSIBILITY TO CHECK
FOR ADDENDUMS PRIOR TO SUBMITTING PROPOSALS

NOTICE TO BIDDERS
SPECIFICATION NO. 07-192

City of Lincoln intends to enter into contract and invites you to submit a sealed bid for:

SIX MONTH CONTRACT FOR THE SUPPLY OF 
SNOW PLOW BLADES

MEETING OR EXCEEDING CITY OF LINCOLN'S SPECIFICATIONS

Sealed bids will be received by City of Lincoln, Nebraska on or before 12:00 noon Wednesday,
June 20, 2007, in the office of the Purchasing Agent, "K" Street Complex (SW Wing), Suite
200, 440 So. 8th Street, Lincoln, NE  68508.  Bids will be publicly opened and read aloud in the
First Floor Conference Room at the "K" Street Complex.  

Bid specification may be downloaded from the City’s website at www.lincoln.ne.gov   Keyword:
Bid, select current year, select bid specification. Prospective submitters must monitor the bid
listing for any addendums.  

Bidders should take caution if U.S. mail or mail delivery services are used for the submission of
bids.  Mailing should be made in sufficient time for bids to arrive in the Purchasing Division, prior
to the time and date specified above.  Late bid will not be considered.



  
SEALED BID

SPECIFICATION NO. 07-192
BID OPENING TIME:  12:00 NOON

DATE:   Wednesday, June 20, 2007

ADDENDA RECEIPT:  The receipt of the addenda to the specification number            through                is hereby acknowledged. 
Failure of any bidder to receive any addenda or interpretation shall not relieve the bidder from obligations specified in the bid
request.  All addenda shall become part of the final contract document.

The undersigned submitter, having full knowledge of the requirements of City of Lincoln for the listed project agrees to provide
the labor, certificate of insurance, materials and equipment in strict accordance with the specifications as prepared by the City
for the consideration of the amount set forth in the following price schedule:

SNOW PLOW BLADES BID SCHEDULE

Item #   Description             Size               Quantity             Price Each             Extended Price

1.          Thru-Hardened      5'x 8"x 1"               250 ____________       _______________

2.          Thru-Hardened      4'x 8"x 1"                ** ____________       _______________

3.          Thru-Hardened      3'x 8"x 1"                ** ____________       _______________

4.          Thru-Hardened      2'x 8"x 1"                ** ____________       _______________

5.          Carbide Insert        5'x 6"x 3/4"             ** ____________       _______________

6.          Carbide Insert       4'x 6"x 3/4"             10 ____________       _______________

7.          Carbide Insert       3'x 6"x 3/4"             10 ____________       _______________

8.          Carbide Insert       2'x 6"x 3/4"              ** ____________       _______________

TOTAL COST:                                                 ____________       _______________

NO BID BOND REQUIRED
Note: Items # 2,3,4,5 and 8 are currently not used and are listed strictly to establish pricing            

and availability.                           

NOTE:  RETURN 2 COMPLETE COPIES OF BID OFFER AND SUPPORTING MATERIAL.
MARK OUTSIDE OF BID ENVELOPE AS FOLLOWS:  SEALED BID FOR SPEC. NO. 07-192, AS WELL

AS COMPANY NAME AND ADDRESS.

The undersigned signatory of the bidder represents and warrants that he has full and complete authority to submit this offer to
City of Lincoln, and to enter into a contract if this offer is accepted.

                                                                       
COMPANY NAME

                                                                       
BY    (Signature)

                                                                       
STREET ADDRESS or P.O. BOX

                                                                       
(Print Name)

                                                                       
CITY, STATE            ZIP CODE

                                                                       
(Title)

                                                                       
TELEPHONE No.         FAX No.

                                                                       
(Date)

                                                                       
E-MAIL ADDRESS

                                                                       
ESTIMATED DELIVERY DAYS

Bids may be inspected in the Purchasing Division during normal business hours after tabulation and review by a Purchasing Agent.  Bid tabulations
can be viewed on our website at: lincoln.ne.gov   Keyword: Bid    The Intent to Award will be listed on the website when a recommendation is
received from the Department.



                                SNOW PLOW BLADES

1. GENERAL INFORMATION
1.1 The term of this contract is six (6) months, July 1, 2007 through December 31, 2007.  
1.2 The City/County reserves the right to purchase snow plow blades from any source            

available on an emergency basis.

2. DELIVERY
2.1 Unit bid price will include all delivery costs, including shipping and handling to the           

following delivery points:
2.1.1 City of Lincoln, Fleet Services Garage

                         901 North 6 th. Street
                         Lincoln, NE 68508 
             2.1.2 Lancaster County Shop, Bldg. B
                         444 Cherry Creek Road
                         Lincoln, NE.68508

2.1.3 Solid Waste Operations
6001 Bluff Road
Lincoln NE.

2.2 Deliveries will be made between the hours of 9:00 a.m. and 3:00 p.m. on normal               
City/County work days.
2.2.1 24 hour advanced notice with estimated time of arrival is requested.

2.3 Deliveries will be made utilizing a flatbed or open type delivery vehicle. 
2.3.1 Enclosed vehicle deliveries will not be accepted.

 2.4 Maximum 30 day delivery “after receipt of order” is required for large seasonal orders.
2.4.1 Please state your estimated delivery time:_days ARO.

3. PACKAGING
3.1 All blades will be packaged in bundles of ten (10), securely banded together.

3.1.1 Orders with less than ten (10) units will also be banded for ease of handling.

4. WARRANTY
4.1 Thru-hardened blades will be unconditionally guaranteed against cracks or breakage   
4.2 Replacement blades will be provided, to include hardware and freight, for any and all        

blades which break or crack, at no cost to the City/County.
4.3 Manufacturers standard warranty for carbide insert blades will apply. 
4.4 Please include the manufacturers warranty information with your bid proposal.

5. BLADE DESIGN AND DIMENSION
5.1 Blade design and dimensions will be as indicated on the Bid Schedule.
5.2 Specific information will be provided in the technical specifications.
5.3 Exceptions to any part of these specifications will be clearly noted on bidders company     

letter head, by item number and description of product being offered.

SECTION  I  
THRU-HARDENED SNOW PLOW BLADES

6. BLADES
6.1 Blades will be (SAE 1074) steel, flat sections having standard AASHTO highway               

punching.
    6.2 Punching will be 11/16" square holes countersink to receive a 5/8" #3 head plow bolt.

6.3 Unless otherwise stated blades will be top-punched 1.5" from top of blade to center line    
of bolt holes, with the first two holes on each end of blade being 3" apart; the remaining     
holes will be 12"apart. EXAMPLE (3-3-12-3-3)
6.3.1 Blades with 6" spacings in lieu of 12" are acceptable.

6.4 Tolerance for spacings will be (+/-) 1/16", non-accumulative, from center to center,            
across the full length of the blade.



6.5 The blades will be considered straight based industry standards, with a maximum             
allowable deviation of .06" within any 12" section.

6.6 Bevel, angle or square surface contact edge design is acceptable.    
6.7 Blades will accurately fit moldboards.
6.8 Blades will be coated with a quality paint to prevent corrosion while in outside                    

storage.
6.9 Each blade will be legibly marked with an identifying part number.
6.10 The weight of the blades will be computed from the dimensions  specif ied on the Bid          

Schedule.
6.10.1 A unit weight of 489.6 pounds per cubic foot will be used in computing the            

weight with a maximum variation below the theoretical net weight for any single    
blade of five (5) %.

7. HARDNESS
7.1 Blades will be heat treated, thru-hardened.
7.2 Blades will have a Brinell hardness number of 400 to 500, with a minimum core                 

hardness of 400. 
7.3 Rockwell hardness C-scale from 43 to 53.
7.4 The blade manufacturer will furnish (upon request by the City/County) a certificate or         

test report showing the actual Brinell hardness of the blades being provided.

8. FINISHED PRODUCT
8.1 Complete plow section will generally consist of a combination of two, three or four             

blade sections.
8.2 The finished blades will comply with standard blade manufacturing practices and               

tolerances.     
8.3 Manufacturer’s literature for products being offered will  be included with the bid                 

proposal.
8.4 Blades will be subject to inspection by the City/County for compliance with these              

  specifications at the time of delivery. 
 

SECTION II 
CARBIDE INSERT SNOW PLOW BLADES  

9. BLADES
9.1 Blades will be (SAE 1020) steel, flat sections having standard AASHTO highway                

punching.
9.2 Punching will be 11/16" square holes countersink to receive a 5/8" #3 head plow bolt.
9.3 Unless otherwise stated blades will be top-punched 1.5" from top of blade to center line     

of bolt holes, with the first two holes on each end of blade being 3" apart; the remaining     
holes will be 12" apart. EXAMPLE (3-3-12-3-3) 
9.3.1 Blades with 6" spacing in lieu of 12" are acceptable.

9.4 Tolerance for spacing will be (+/-) 1/16", non-accumulative, from center to center, across
             the full length of the blade.

9.5 The blades will be considered straight based on industry standards, with a maximum         
allowable deviation of .06" within any 12" section.

9.6 Blades will accurately fit moldboards.
9.7 Blades will be coated with a quality paint to prevent corrosion while in outside                     

storage.
9.8 Each blade will be legibly marked with an identifying part number.
9.9 The groove for the carbide inserts will be milled in the center of the blade edge.

10. CARBIDE INSERTS
10.1 The tungsten carbide insert will be of trapezoidal design, with the following dimensions:

10.1.1 Length: 1" nominal
10.1.2 Width: .365" (+/-) .005"
10.1.3 Height .635" (+/-)  .005"
10.1.4 Bottom Angle:    25 degrees (+/-) 1 degree with nose radius of 1/16" minimum.



10.2 The insert will be high shock WC grade of tungsten carbide with (11 to 12-1/2) percent       
cobalt content with properties as follows:
10.2.1 Density:      14.1 minimum to 14.6 maximum
10.2.2   Hardness:   87.5 minimum to 89.0 maximum
10.2.3   Transverse Rupture Strength (P.S.I.):   350,000 minimum

             10.2.4   Porosity: A06 - B00 - C00 (Based on testing in accordance with ASTM                  
                        designation B276-79)

10.3 The carbide insert manufacturer will furnish (upon request) certification, to the                    
City/County, that the inserts meet the specifications as set forth in Item #10.2.

11. BRAZING
11.1 The carbide inserts will be brazed on all sides with sound brazing practice, having no         

evidence of voids, with a minimum shear strength of 30,000 PSI.
11.2 The carbide inserts will be placed in-line within the milled groove with spacing no more       

the .010" between inserts the entire length of the cutting edge.
11.3 Each blade will contain a 1" length of carbide insert for each 1" length of blade.

12. FINISHED PRODUCT
12.1 Complete plow section will generally consist of a combination of two, three or four blade    

sections.
12.2 The finished blades will comply with standard blade manufacturing practices and                

tolerances.
12.3 Manufacturer’s literature for products being offered will be included with the bid                  

proposal.
12.4 Blades will be subject to inspection by the City/County for compliance with these               

  specifications at the time of delivery. 






